WATER FREE
ISOCYANATE FREE
SOLVENT FREE

PROFESSIONAL WOOD
FLOORING ADHESIVE
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+ REPLACES URETHANE ADHESIVE
+ EARLY QUICK GRAB & RAPID
STRENGTH BUILDUP

+

THIRD-PARTY
ENVIRONMENTALLY CERTIFIED

Spread Rate Up To

Spread Rate Up To

Per Gallon (See Label)

Per Liter (See Label)

70 sq ft 1.71 sq m

MS-Plus® Advance™ Professional Wood Flooring Adhesive is a one component 100% solids, cross linking, MS polymer-based
adhesive formulated for the interior installation of all thicknesses of solid/engineered wood, pre-finished and unfinished wood,
bamboo, acrylic impregnated plank, and dry-back wood parquet flooring. MS-Plus Advance™ has superior concrete moisture
inhibition capability allowing it to become water resistant when fully cured, sound reducing Acous-Tec® Technology to help floors
exceed IIC and STC building code requirements, and crack isolation that can fill cracks up to 1/8” wide. This specially formulated
adhesive has superior early strength buildup for immediate grab and quickly builds into a tenacious but elastic resilient bond as the
adhesive cross-links.
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WATER FREE
ISOCYANATE FREE
SOLVENT FREE

PROFESSIONAL WOOD FLOORING ADHESIVE
Glide-On™ 1-Trowel

™
lide-On
Free G el In
1-Trow il
Use the Taylor Glide-On™ 1-Trowel to activate one coat application high strength,
a
Every P
®
water resistant bond, and sound reduction properties of MS-Plus Advance™.

30-35

1/16”
(1.6 mm)
sq ft
per gal

Full Glide-On™ 1-Trowel with Spacers
(Part No. 4036)

MOISTURE BARRIER ADHESIVE

When properly applied, with the Taylor Glide-On™ 1-Trowel, MS-Plus® Advance™ rapidly cures to a high strength water resistant bond. Inhibiting concrete subfloors moisture, this product is an excellent choice for subfloors with elevated moisture levels up to 10 lb/1000 sq ft/24 hrs
and up to Relative Humidity 90%. It is still important to protect wood flooring from excessive moisture.
MS-Plus® Advance™ contains Meta-Sept® Antimicrobial protection. This proprietary antimicrobial agent protects against
the multiplication of bacteria and fungi that can damage flooring materials and contribute to flooring failures.

HIGHER SOUND REDUCTION WITH ACOUS-TEC® TECHNOLOGY
MS-Plus® Advance™ with Acous-Tec® Technology will help your installation greatly reduce sound transmission. When properly applied, with
the Taylor Glide-On™ 1-Trowel, Acous-Tec® Technology will exceed all Impact Insulation Class (IIC) and Sound Transmission Class (STC)
Building Code requirements.

IIC = 52 STC = 51
(Tested without a ceiling)

IIC = 66 STC = 65
(Tested with a ceiling)

CORRECTS MINOR SUBFLOOR IMPERFECTIONS
As a professional multi-functional adhesive, MS-Plus® Advance™ eliminates tedious subfloor preparation and clean up that saves time
and money. When properly applied, with the Taylor Glide-On™ 1-Trowel, MS-Plus® Advance™ will fill minor subfloor cracks (up to 1/8”)
as it self-levels and completely seals the subfloor. The high strength cross-linking and moisture curing mechanisms allow for a wet
installation that rapidly cures to a water resistant bond that can enhance thermal insulation of floor covering. MS-Plus® Advance™ is
unaffected by concrete slab alkalinity and has excellent plasticizer migration resistance.
MS-Plus® Advance™ has been third party certified and has
achieved UL GREENGUARD® certification. This coveted
certification ensures the adhesive is in compliance with good
indoor air quality standards and qualifies for LEED points under the
USGBC rating system.

MS-Plus® Advance™ is solvent and isocyanate free, has extremely
low VOC content, contains no hazardous chemicals as per OSHA
Regulation CFR 1910.1200 and is a nonflammable, low odor
adhesive that meets all federal, state, and local governmental
indoor air quality regulations.

Refer to the MS-Plus Advance Spec Sheet and label for detail information or visit us online at www.wftaylor.com.

